The APOCALYPSEBURG 70840 Led Lighting Kit 
Package contents： 
· 2 x 15cm Yellow dot Lights 
· 1 x 30cm Warm White dot Light 
· 11 x 15cm Warm White dot Lights 
· 2 x 15cm White dot Lights 
· 1x 15cm Multi Colour Flashing dot Light 
· 11x Warm White Strip Lights 
· 1x Red Strip Light 
· 1x Blue Strip Light
· 4x 5cm Connecting Cables
· 9x 15cm Connecting Cables
· 2x 30cm Connecting Cables
· 1x 50cm Connecting Cable
· 1 x 6-port Expansion Board
· 2 x 8-port Expansion Boards
· 1x USB cable 
· 1x Flicker Effects Board  

Note:
[bookmark: _GoBack]Place wires on the surface or under the building blocks.
The wire can be place between the building blocks or under the block, but they should be placed between the studs correctly.
[image: 1.1走线]
Insert the connectors to the ports.
Be careful when you are operating, there’s only one correct way to insert, make sure the expansion board is upward, find the soldered “=” sign on the left of the port. When you are inserting, the side which the wires can be seen should be faced to the “=” sign and if you feel hard to insert, please stop, and don’t force it, for that may result in bent pins inside the port or overheating of the expansion board.
[image: 03.插座]

At this point, use the tweezers to straighten the bentpins. 

[image: 插座]

When installing dot lights, make sure they are correctly placed (Yellow LED package is exposed). You can put they either on the top of the studs or between studs.

[image: 4 (4)][image: 4.3]

Connecting cable connectors to Strip Lights

Take extra care when inserting connectors to ports on the Strip Lights. Connectors can be inserted only one way. With the Strip Light facing up, ensure the side of the connector with the wires exposed is facing down. If a plug won’t fit easily into a port connector, don’t force it. Doing so will damage the plug and the connector.
[image: 02.灯条]
Finally, please pay attention to the positive and negative terminals of the battery when installing the battery case.
[image: 04.电池1][image: 04.电池2][image: 04.电池3]
OK, Let’s Begin!


Instructions for installing this kit 
Start from the left side of the building
Remove the following brown piece and disassemble it
[image: IMG_20190219_155925][image: IMG_20190219_160029]
Take a 30cm warm white dot Light, a trans round plate 
[image: IMG_20190219_160139]
Thread the light through the hole on the plate. With lighting part facing up, secure the light in place before reconnecting the light 
[image: IMG_20190222_103843][image: IMG_20190219_160332]
Thread its cable through the window into the building 
[image: IMG_20190219_160523][image: IMG_20190218_153100]
Remove the baseplate from the bottom of the roof 
[image: IMG_20190219_160618]
Take a warm white strip light, a 1x6 plate and two 15cm connecting cables. Stick the strip light underneath the plate, connect the 2 cables to its ports 
[image: IMG_20190222_171409]
[image: IMG_20190222_173727]
Pull the cable out from the left before reconnecting the roof 
[image: IMG_20190222_120002]
Remove the first floor with the baseplate underneath. 
[image: IMG_20190218_145954]
Take a red strip light, a blue strip light, a 5cm connecting cable 
[image: IMG_20190220_121305]
Assemble the 2 strip lights together by using the connecting cable. Note: place the red strip light at the left side as per below. 
[image: IMG_20190220_121340][image: IMG_20190220_121951]
Lift the baseplate above the first floor, pull the cables outside the building 
[image: IMG_20190220_114434][image: IMG_20190221_095915]secure the 2 cables in between the following 2 plates, pull the cable of the light to the back. Connect the other cable to the right port of the strip light at the second floor 
[image: IMG_20190220_114622][image: IMG_20190219_165802]
Remove the second floor 
[image: IMG_20190218_145836]
Take 2 warm white strip lights, a 5cm connecting cable 
[image: IMG_20190219_170558][image: IMG_20190219_161906]
Take two 15cm connecting cables 
[image: IMG_20190219_171643]
Assemble them as per below, stick the strip lights to the bottom of the second floor 
[image: IMG_20190220_142529][image: IMG_20190219_171757]lift the black plate at the lower left slightly, thread the connecting cable through the gap, then, reconnect it 
[image: IMG_20190219_171934]
Turn to the back of the piece, continue to thread the cable through the technic hole, then, connect it to the left port of the following strip light. Reconnect the 2 floors 
[image: IMG_20190219_172208][image: IMG_20190219_180236][image: IMG_20190219_173339]
Remove the round piece from the left of the second floor 
[image: IMG_20190219_173749][image: IMG_20190219_173807]take a 15cm warm white dot Light, a 1x1 trans round plate. 
[image: IMG_20190219_174111]
Assemble then together as per below, reconnect the piece with light installed back 
[image: IMG_20190222_103843][image: IMG_20190218_155629]thread the cable through the railing 
[image: IMG_20190219_174228][image: IMG_20190219_174315]
Remove the black plate, thread the cable through, reconnect it 
[image: IMG_20190219_182123]
Turn the building to its left, remove the trans red piece, the trans blue piece, and the gray brick 
[image: IMG_20190219_181555][image: IMG_20190219_181741]
take 2 flashing white 15cm dot Lights.
 [image: IMG_20190219_181624]
Place them separately to the position in between studs at both sides, reconnect the pieces 
[image: IMG_20190218_160801][image: IMG_20190218_160824]remove the pet box 
[image: IMG_20190219_181124]
Take a 15cm warm white dot Light, an adhesive square 
[image: IMG_20190219_181231]
Remove the brown plate from the pet box, with lighting part facing up, stick the dot Light to it. Pull the cable to the left. Reconnect all pieces back 
[image: IMG_20190219_181142][image: IMG_20190219_181313][image: IMG_20190219_181334][image: IMG_20190219_181456]remove and disconnect the signboard. 
[image: IMG_20190219_172519][image: IMG_20190222_141801]
Take a 15cm Multi Colour Flashing dot Light 
[image: IMG_20190222_175536]
Place the cable of the dot Light at the middle of the board, reconnect the board, slightly bend the light 
[image: IMG_20190222_141946][image: IMG_20190222_142018][image: IMG_20190222_142035]
Reconnect the signboard. 
[image: IMG_20190222_142101]
Take a 8-port Expansion Board, 2 adhesive squares, a 30cm connecting cable 
[image: IMG_20190222_154312]
Connect the 30cm connecting cable to the 8-port Expansion Board, pull the cable to the left. Connect the other cables of the lights to the 8-port Expansion Board 
[image: IMG_20190222_104446][image: IMG_20190222_104843]
Now, we have installed the first part of the building, reconnect the floors 
[image: IMG_20190220_152051]
Take the USB cable 
[image: IMG_20190222_185704]
Connect it to the power source to check the current 
[image: IMG_20190222_150516]
we’ll move onto installing the second part of the building. Remove the following round piece
[image: IMG_20190220_152931]
Take a 15cm warm white dot Light, a 1x1 trans round plate 
[image: IMG_20190220_153018]
Install the light as we did before, also thread the cable through the railing 
[image: IMG_20190220_153159][image: IMG_20190220_153302]remove the green piece as per below 
[image: IMG_20190220_153943]
Take 2 warm white strip lights, a 15cm connecting cable, a 50cm connecting cable and a 1x6 plate 
[image: IMG_20190222_144736]
Connect the 15cm connecting cable to one of the strip light, stick the other strip light to the plate 
[image: IMG_20190222_144849]
Stick the strip light with 15cm connecting cable to the following gray plate, pull the cable to the right side
[image: IMG_20190220_154255]
Wind the cable of the light from the railing around the pole, connect it to the left port of the strip light. 
[image: IMG_20190222_104026][image: IMG_20190220_154930]
Thread the 15cm connecting cable through the technic hole, connect it to the other strip light, tuck it around the plate 
[image: IMG_20190220_155428][image: IMG_20190222_145001]connect the 50cm connecting cable to the right port of the strip light, with lighting part facing down, connect the plate to the brown plate underneath 
[image: IMG_20190222_145044][image: IMG_20190222_145143]
Reconnect the green plate 
[image: IMG_20190220_160900]
Pull the 50cm connecting cable to the back of the building, remove the sink 
[image: IMG_20190220_160945][image: IMG_20190220_162133]place the cable as per below, reconnect the sink 
[image: IMG_20190222_145454][image: IMG_20190222_145643]
Remove the roof from the house at the right side 
[image: IMG_20190221_101507]
Take 2 warm white strip lights, a 15cm connecting cable, a trans round plate 
[image: IMG_20190221_103618]
Stick a strip light to the following gray plate, connect the connecting cable to its right port 
[image: IMG_20190220_164859]
Remove the yellow plate at the right side, place the cable underneath, reconnect the plate, pull the cable out from the right 
[image: IMG_20190220_165042][image: IMG_20190220_170129]connect the 50cm connecting cable to the left port of the strip at the roof, reconnect the roof 
[image: IMG_20190222_174340][image: IMG_20190220_170239]
Connect the 15cm connecting cable to the left port of the other strip , stick the strip under the eaves 
[image: IMG_20190220_170309][image: IMG_20190220_170414]
Remove the green piece to help us to place the cable 
[image: IMG_20190220_170621][image: IMG_20190220_170648]reconnect the green piece, disconnect the eaves, secure the light with a 1x1 trans round plate, reconnect all pieces 
[image: IMG_20190220_170732][image: IMG_20190220_170914][image: IMG_20190220_170936]
Remove the gray round plate 
[image: IMG_20190220_171116]
Take a 15cm warm white dot Light, a 1x1 trans round plate 
[image: IMG_20190220_171304]
With lighting part facing up, thread the dot Light through the hole on the plate, secure it with the trans round plate 
[image: IMG_20190220_171151][image: IMG_20190220_171323]reconnect the round plate, remove the following pieces 
[image: IMG_20190220_171349][image: IMG_20190220_171412]pull the cable of the light to the back, reconnect the green piece 
[image: IMG_20190220_171459][image: IMG_20190220_171554]remove the black piece and the gray piece, disassemble them as per below
[image: IMG_20190220_171658][image: IMG_20190220_171824]
Take a 15cm warm white dot Light, a 1x1 trans round plate 
[image: IMG_20190220_171725]
With lighting part facing up, thread the dot Light through the hole on the black piece, reconnect the black piece, secure the light with the trans round plate 
[image: IMG_20190220_171851][image: IMG_20190220_172043]remove the following brown piece, thread the dot Light through the following gap, reconnect the piece 
[image: IMG_20190220_172116][image: IMG_20190220_172137][image: IMG_20190220_172207]
Reconnect the piece, thread the cable through the technic hole 
[image: IMG_20190220_172253][image: IMG_20190220_172533]remove the following red piece, disconnect it 
[image: IMG_20190220_172748][image: IMG_20190220_172806]take a 15cm warm white dot Light, a 1x1 red trans piece, replace the red piece with the 1x1 red trans piece
[image: IMG_20190220_172723]
Slightly bend the dot Light, thread it through the hole on the trans red piece 
[image: IMG_20190220_172943][image: IMG_20190220_173006]with lighting part facing down, reconnect the piece 
[image: IMG_20190220_173157][image: IMG_20190220_173313]remove the gray plate, the stairs, and the green piece under it from the back of the red piece 
[image: IMG_20190220_173340][image: IMG_20190222_110526]thread the cable of the light and the cable from the first floor through the following gap, reconnect the pieces 
[image: IMG_20190222_173433][image: IMG_20190222_181009]
Remove the following pieces, disassemble them as per below 
[image: IMG_20190220_174556][image: IMG_20190221_163406][image: IMG_20190220_174710]
Take 4 warm white 15cm dot Lights 
[image: IMG_20190220_174543]
Take a dot Light, with lighting part facing up, thread it through the hole on the round plate 
[image: IMG_20190220_174752][image: IMG_20190220_174827]reconnect the round piece with light installed back, repeat the previous steps to install the other 3 dot Lights, group all cables together 
[image: IMG_20190220_174951][image: IMG_20190220_175233]remove the gray round plate, reconnect it, wind the cables around the pole 
[image: IMG_20190221_120745][image: IMG_20190221_120825][image: IMG_20190221_120849]
Thread the cables through the following gray piece, reconnect the piece back 
[image: IMG_20190221_142016][image: IMG_20190221_141932][image: IMG_20190221_142154]
Take a 8-port Expansion Board, a 15cm connecting cable, 2 adhesive squares 
[image: IMG_20190222_114626]
Connect all cables of the lights to the 8-port Expansion Board
[image: IMG_20190221_162128]
Connect the 15cm connecting cable to the strip light under the eaves, secure the light with trans round plate 
[image: IMG_20190221_143316][image: IMG_20190221_143518]remove the trans blue piece, secure the cable with it 
[image: IMG_20190222_105343][image: IMG_20190222_105441]
Slightly lift the yellow baseplate, pull the cable from the eaves and the cable from the third floor to the bottom of the baseplate, reconnect the yellow plate 
[image: IMG_20190222_105257][image: IMG_20190222_105628]
Stick adhesive tapes to the back of the Expansion Board, tuck excess cables around the Expansion Board, connect the cables to it. Stick the Expansion Board to the baseplate 
[image: IMG_20190222_105843]
Now, we finished installation for the second part, you can turn the power on to verify the current 
[image: IMG_20190222_150800][image: IMG_20190222_150713]
Let’s continue to install the third part. Remove the flame 
[image: IMG_20190220_183142]
Remove the following pieces 
[image: IMG_20190221_174506][image: IMG_20190221_174516][image: IMG_20190221_174554]
Take 2 yellow 15cm dot Lights, a 15cm warm white dot Light, 6 trans 1x1 plates 
[image: IMG_3255]
Place a dot Light to the studs on the piece, secure it with a 1x1 trans plate, pull its cable to the back 
[image: IMG_20190221_175023][image: IMG_20190221_175054]repeat the steps above to install other dot Lights
 [image: IMG_20190221_175224][image: IMG_20190221_175323]place the 1x1 trans plate to the following position
[image: IMG_20190221_175658]
Reconnect the pieces we removed before. Remove the following pieces 
[image: IMG_20190221_175846][image: IMG_20190221_180011]replace the yellow pieces with 1x1 trans plates. Connect a 15cm warm white dot Light between 2 pieces, place the cables as per below. Reconnect the pieces 
[image: IMG_20190221_180136][image: IMG_20190221_180208][image: IMG_20190221_180308][image: IMG_20190221_180539_BURST1]turn to the back of the flame, remove the following piece, thread the cables through, reconnect it 
[image: IMG_20190221_180644][image: IMG_20190221_180932][image: IMG_20190221_181009]
Thread the cables through the following gap, pull them down 
[image: IMG_20190221_181425][image: IMG_20190221_181554]
Take a Flicker Effects Board, a 15cm connecting cable, a square of adhesive tape, connect the connecting cable to a port on the Flicker Effects Board 
[image: IMG_20190221_185627][image: IMG_20190221_185712]connect the cables of the lights from the flame to the other ports on the Flicker Effects Board, stick the adhesive tape at the back 
[image: IMG_20190221_181848][image: IMG_20190221_181928]
Take a warm white strip light, a 30cm connecting cable, connect the connecting cable to a port on the strip light 
[image: IMG_20190221_183301] [image: IMG_20190221_183321]
Connect the connecting cable from the Flicker Effects Board to the other port of the strip light, stick the Flicker Effects Board to the inside of the building 
[image: IMG_20190221_185958][image: IMG_20190221_190445]pull the strip light through the gap under the pieces, pull it out from the other side, stick it underneath as per below 
[image: ZFW(`)7Y5)~QQ@XNTP$K~PJ][image: IMG_20190222_182424][image: IMG_20190221_190719]
Thread the connecting cables through the gaps in between pieces, pull it out from the other side, thread it through the hole on the technic piece 
[image: IE4`HY]YTY%4J3]YQ3{4~`0][image: IMG_20190221_182309]remove the following green piece to place the cable as per below, reconnect it 
[image: IMG_20190221_182407][image: IMG_20190221_191245][image: IMG_20190221_191322]
Remove the head of the Statue Of Liberty 
[image: IMG_20190221_191741][image: IMG_20190221_191757]take 3 warm white strip lights, two 5cm connecting cables and a 15cm connecting cable, assemble the strip lights as per below 
[image: IMG_20190221_191956][image: IMG_20190221_192123]stick the strips on the semicircular piece, connect the 15cm connecting cable to its right side 
[image: IMG_20190221_192328][image: IMG_20190221_192344]reconnect the piece 
[image: IMG_20190221_204705][image: IMG_20190221_204716]take a 6-port expansion Board, two squares of adhesive tapes, stick the adhesive squares under the expansion board 
[image: IMG_20190222_142713][image: IMG_20190222_142746]connect all cables to the 6-port expansion Board, stick the 6-port expansion Board to the center of the pieces 
[image: IMG_20190222_143036][image: IMG_20190222_143051]
This completes installation of this LED Lighting Kit.  
Connect the USB cable to the following expansion board
[image: IMG_20190222_185831]
Turn the power on to check if all lights are working OK
[image: IMG_20190222_150940][image: IMG_20190222_150855]
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