Lighting Kit LEGO 10275

Thank you for choosing our lighting products. We are committed to LEGO product study and lighting development, we're always trying our best to provide LEGO fans with the best products and the best installation ideas.
Must be careful observation, imagination can be infinite.
We provide basic parts to support your imagination.
DO IT YOURSELF .that's what LEGO is .

As always, Lego has been adhering to the DIY philosophy from product selection, research and development to sales. Consumers buy the parts, you will assemble them by yourself, and you can experience every step from picking up the first piece to installing the last one. Besides, LEGO has different answers for the installation form and method of each part. Vonado lighting also does not want to kill your unlimited creativity, we will try our best to make products with high variability, high playability and unlimited play. If you have any dissatisfaction or your own ideas on the parts such as the color of the lights, the length of the cables, the installation position of the product, and the final effects of each module, you can make your own arrangement, and we will cooperate with you to replace or repurchase. 
LETS MOVE!
Package contents：
· 1 x Multi Colour Light String
· 2 x 15cm Warm White Strip Lights
· 1 x  30cm Multi Colour Flashing Light
· 2 x 15cm Warm White Dot Lights
· 2 x 30cm Warm White Dot Lights
· 1 x 15cm Flashing Yellow Dot Light 
· 1 x 15cm Flashing Green Dot Light 
· 1 x 15cm Flashing Blue Dot Light
· 1 x 15cm Flashing Red Dot Light 
· 2 x  5cm Connecting Cables
· 1 x  15cm Connecting Cable
· 1 x  4-port Expansion Board
· 2 x  6-port Expansion Boards
· 1 x  USB Cable
· 1x Remote Control Switch Board
Extra pieces
[image: 10275-主图1]
Note:
Place wires on the surface or under the building blocks.
The wire can be place between the building blocks or under the block, but they should be placed between the studs correctly.

[image: 1.1走线]

Insert the connectors to the ports.

Be careful when you are operating, there’s only one correct way to insert, make sure the expansion board is upward, find the soldered “=” sign on the left of the port. When you are inserting, the side which the wires can be seen should be faced to the “=” sign and if you feel hard to insert, please stop, and don’t force it, for that may result in bent pins inside the port or overheating of the expansion board.

[image: 03.插座]

At this point, use the tweezers to straighten the bent pins.

[image: 插座]

When installing dot lights, make sure they are correctly placed (Yellow LED package is exposed). You can put they either on the top of the studs or between studs.

[image: 4 (4)][image: 4.3]

Connecting cable connectors to Strip Lights

Take extra care when inserting connectors to ports on the Strip Lights. Connectors can be inserted only one way. With the Strip Light facing up, ensure the side of the connector with the wires exposed is facing down. If a plug won’t fit easily into a port connector, don’t force it. Doing so will damage the plug and the connector.

[image: 02.灯条]

Finally, please pay attention to the positive and negative terminals of the battery when installing the battery case.

[image: 04.电池1][image: 04.电池2][image: 04.电池3]
Instructions for installing this kit：
Elf Club House, Deluxe Remote Control Version, Lighting Kit, 15 bags in total，14 bags with labels，1 bag without label，as per below: 
Power supply： USB cable (self-contained power bank or mobile phone charger). 
[image: 遥控袋]

Firstly, take the power source (power bank or mobile phone charger), connect it to the USB cable, connect the other end of the USB cable to the expansion board to verify all the lights one by one.
[image: 测试]
After the verification, disconnect the lights and put them back to the bags.
（note: put the lights back to the bags when verification of the lights from the same bag is done, then, continue to verify the lights in another bag.）
OK, Let’s Begin! （you can use the tweezer if necessary.）
（Tips: the tweezer is sharp, you should be careful when using it, do not hurt yourself or scratch the pieces; be gentle and do not wear the cables.）

Instructions for installing this kit：
Take the Christmas tree firstly. 
[image: IMG_20200924_154622]

Remove the star from the Christmas tree. 
[image: IMG_20200924_154704][image: IMG_20200924_154716]

Remove the following round plate from the star.
[image: IMG_20200924_154746]

Take a 15cm Flashing Red Dot Light. 
[image: IMG_20200924_154806]

Thread the light through, tighten the cable up. 
[image: IMG_20200924_154837-01][image: IMG_20200924_154920-01]

Reconnect the round plate. 
[image: IMG_20200924_154935-01]

Reconnect the star back to the Christmas tree. 
[image: IMG_20200924_155016]

Turn to the back of the tree, remove the following piece. 
[image: IMG_20200924_155036-01][image: IMG_20200924_155055-01]

Place the cable as per below. 
[image: IMG_20200924_155119-01]

Reconnect the following piece.
[image: IMG_20200924_155159-01]

Turn to the front, remove the following piece. 
[image: IMG_20200924_155215-001][image: IMG_20200924_155235]

Remove the following round plate.
[image: IMG_20200924_155256-01][image: IMG_20200924_155325-01]

Take a Flashing Blue Dot Light, a blue round plate. 
[image: IMG_20200924_160047]
[image: 开口小圆板提示-英文]

With lighting part facing up, place the light as per below. 
[image: IMG_20200924_160106-01]

Connect the blue round plate over. 
[image: IMG_20200924_160147-01]

Pull the cable backward.
[image: IMG_20200924_160220-01]

Reconnect the following piece back to the Christmas tree. 
[image: IMG_20200924_160245-01]

Remove the following piece.
[image: IMG_20200924_160252-01][image: IMG_20200924_160313]

Remove the following yellow round plate. 
[image: IMG_20200924_160323-01][image: IMG_20200924_160342-01]

Take a 15cm Flashing Yellow Dot Light, a trans yellow round plate.
[image: IMG_20200924_160513]

With lighting part facing up, place the light as per below.
[image: IMG_20200924_160527-01]

Connect the round plate over. 
[image: IMG_20200924_160603-01]

Pull the cable backward.
[image: IMG_20200924_160624]

Reconnect the following piece back to the Christmas tree.
[image: IMG_20200924_160644-01]

Turn to the side, remove the following piece. 
[image: IMG_20200924_160750-01][image: IMG_20200924_160800]

Remove the following white round plate.
[image: IMG_20200924_160837-01][image: IMG_20200924_160857-01]

Take a 15cm Flashing Green Dot Light, a trans green round plate.
[image: IMG_20200924_161010]

Place the light as per below.
[image: IMG_20200924_161038-01]

Connect the green round plate over. 
[image: IMG_20200924_161139-01]

Pull the cable backward.
[image: IMG_20200924_161156]

Reconnect the following piece back to the Christmas tree.
[image: IMG_20200924_161215]

Take a 6-port expansion board, a 15cm connecting cable, assemble them as per below.
[image: IMG_20200924_161254][image: IMG_20200924_161326]

Connect the cables from the Christmas tree to the expansion board. 
[image: IMG_20200924_161341][image: IMG_20200924_161741]

Take 2 adhesive squares. 
[image: IMG_20200924_161816]

Stick the adhesive squares to the back of the expansion board, and stick the expansion board to the following place.
[image: IMG_20200924_161903][image: IMG_20200924_161926-01]

Take the house. 
[image: IMG_20201013_172102]

Turn to the back, remove the following piece. 
[image: IMG_20201013_172136-1][image: IMG_20201013_172341]

Take a warm white 30cm dot light, an adhesive square. 
[image: IMG_20201013_172447]

Stick the adhesive square to the back of the light. 
[image: IMG_20201013_172735]

Secure the light to the following piece we removed before. 
[image: IMG_20201013_172833]

Reconnect the following piece.
[image: IMG_20201013_172919-1]

Remove the following gray piece.
[image: IMG_20201013_173032-1][image: IMG_20201013_173052]

Place the cable as per below, reconnect the gray piece.
[image: IMG_20201013_173124][image: IMG_20201013_173216-1]

Place the cable as per below.
[image: IMG_20201013_173942][image: IMG_20201013_174108-1]

Thread the cable through the following hole, and pull it out. 
[image: IMG_20201013_174212-1][image: IMG_20201013_174359-1]

Take a warm white 15cm dot light, an adhesive square.
[image: IMG_20201013_174517]

Stick the adhesive square to the back of the light.
[image: IMG_20201013_174639]

Turn to the first floor, stick the light to the following place inside the house. 
[image: IMG_20201013_174800][image: IMG_20201013_174946-1]

Create gap at the following place with the tool, place the cable as per below. 
[image: IMG_20201013_175230-1][image: IMG_20201013_175409-1]

Reconnect the following piece to secure the cable.
[image: IMG_20201013_175428]

Turn the house to the front.
[image: IMG_20201013_175518]

Turn to the right, remove the multi colour light piece. 
[image: IMG_20201014_091005-1][image: IMG_20201014_091543]

Take a warm white 30cm dot light, an adhesive square. 
[image: IMG_20201014_091720]

Stick the adhesive square to the back of the light.
[image: IMG_20201014_091856]

Turn to the roof of the window, and open it as per below. 
[image: IMG_20201014_091937][image: IMG_20201014_091949-1]

Stick the light to the following place. 
[image: IMG_20201014_092031-1]

Remove the following white plate.
[image: IMG_20201014_092039-1][image: IMG_20201014_092153]

Pull the cable out as per below. 
[image: IMG_20201014_092244][image: IMG_20201014_092337-1]

Take the cable, thread it through the following space. 
[image: IMG_20201014_092411-1][image: IMG_20201014_092546-1]

Reconnect the roof of the window.
[image: IMG_20201014_092717-1][image: IMG_20201014_092735]

Reconnect the white plate. 
[image: IMG_20201014_092754-1]

Reconnect the multi colour light piece back to the right side. 
[image: IMG_20201014_092925-1]

Remove the multi colour light piece from the left. 
[image: IMG_20201014_092940-1][image: IMG_20201014_093002]

Remove the following roof piece.
[image: IMG_20201014_093043-1][image: IMG_20201014_093101]

Remove the following brown plate from the right.
[image: IMG_20201014_093125-1][image: IMG_20201014_093212]

Place the cable as per below, reconnect the brown plate. 
[image: IMG_20201014_093247-1][image: IMG_20201014_093406-1]

Remove the following brown plate.
[image: IMG_20201014_093431-1]

Place the cable as per below, reconnect the brown plate.
[image: IMG_20201014_093514-1][image: IMG_20201014_093549-1]

Thread the cable through the following place and pull it out.
[image: IMG_20201014_093630-1][image: IMG_20201014_093741-1]

Take a warm white 15cm dot light, an adhesive square.
[image: IMG_20201014_093833]

Stick the adhesive square to the back of the light.
[image: IMG_20201014_093919]

Turn to the right, open the roof of the window. 
[image: IMG_20201014_094022][image: IMG_20201014_094039-1]

Stick the light to the following place.
[image: IMG_20201014_094142-1]

Remove the following white plate.
[image: IMG_20201014_094235-1][image: IMG_20201014_094331]

Place the cable as per below.
[image: IMG_20201014_094546-1]

Take the cable, thread it through the following space.
[image: IMG_20201014_094745-1][image: IMG_20201014_094843-1]

Reconnect the roof of the window. 
[image: IMG_20201014_094907-1][image: IMG_20201014_094922]

Reconnect the white plate.
[image: IMG_20201014_095030-1]

Take a 5cm connecting cable, a 4-port expansion board, assemble them as per below. 
[image: IMG_20201014_095109][image: IMG_20201014_095131]

Take the following cable, connect it to the expansion board. 
[image: IMG_20201014_095442][image: IMG_20201014_100105]

Take 2 adhesive squares. 
[image: IMG_20201014_100132]

Stick the adhesive squares to the back of the expansion board, and stick the expansion board to the following place.
[image: IMG_20201014_100208][image: IMG_20201014_100256-1]

Take a 30cm Multi Colour Flashing Light, a trans white 1x1 round plate.
[image: IMG_20201014_100741]

Turn to the following place, reconnect the brown piece. 
[image: IMG_20201014_101131-1][image: IMG_20201014_101140]

With lighting part facing up, connect the trans white round plate over. 
[image: IMG_20201014_101233][image: IMG_20201014_101506]

Tuck the cable inside the gap as per below. 
[image: IMG_20201014_102133][image: IMG_20201014_102147]


Straighten the cable. 
[image: IMG_20201014_102243][image: IMG_20201014_102418-1]

Take a warm white 15cm strip light.
[image: IMG_20201014_102602]

Stick the strip light to the following place. 
[image: IMG_20201014_102739-1]

Turn to the right side.
[image: IMG_20201014_102855]

Remove the following white piece.
[image: IMG_20201014_102905-1][image: IMG_20201014_102939]

Place the cable as per below, reconnect the white piece.
[image: IMG_20201014_103018-1][image: IMG_20201014_103045-1]

Remove the following brown plate.
[image: IMG_20201014_103045-2][image: IMG_20201014_103148]

Place the cable as per below, reconnect the brown plate.
[image: IMG_20201014_103249-1][image: IMG_20201014_103341-1]

Turn to the right, open the roof as per below. 
[image: IMG_20201014_103403][image: IMG_20201014_103414-1]

Take a warm white 15cm strip light.
[image: IMG_20201014_103452]

Stick the stirp light from the right to the front as per below.
[image: IMG_20201014_103536-1][image: IMG_20201014_103633-1]

Reconnect the roof.
[image: IMG_20201014_103656-1][image: IMG_20201014_103659]

Turn to the left, reconnect the roof piece. 
[image: IMG_20201014_105034][image: IMG_20201014_105208-1]

Reconnect the multi colour light piece back to the left side. 
[image: IMG_20201014_105446-1]

Take a Multi Colour Light String, 2 white 1x2 plates. 
[image: IMG_20201014_105920]

Turn to the right, place the light string as per below.
[image: IMG_20201014_110227][image: IMG_20201014_110252-1]

Connect the white 1x2 plate over to secure the light string. 
[image: IMG_20201014_110345-1]

Place the light string as per below. 
[image: IMG_20201014_110613][image: IMG_20201014_110717]
[image: IMG_20201014_111352][image: IMG_20201014_111415]

Install the light string for the right side in the same way. 
[image: IMG_20201014_112007]

Place the tail of the light string as per below. 
[image: IMG_20201014_112108-1]

Connect the 1x2 white plate over to secure the light string. 
[image: IMG_20201014_112133-1]

Remove the following roof piece.
[image: IMG_20201014_112248-1][image: IMG_20201014_112320]

Take a 5cm connecting cable, a 6-port expansion board, assemble them as per below.
[image: IMG_20201014_112426][image: IMG_20201014_112551]

Take the cable from the Christmas tree, connect it to the expansion board.
[image: IMG_20201014_112751]

Take the following cable, connect it to the expansion board, and tuck excess cable around the expansion board.
[image: IMG_20201014_112935][image: IMG_20201014_113328]

Take the following cable from the strip light, connect it to the expansion board, and tuck excess cable around the expansion board. 
[image: IMG_20201014_113401][image: IMG_20201014_113533]

Take the cable from the light string, connect it to the expansion board, and tuck excess cable around the expansion board. 
[image: IMG_20201014_113612][image: IMG_20201014_114020]

Take the following cable from the strip light, connect it to the expansion board. 
[image: IMG_20201014_114302-1][image: IMG_20201014_114505-1]

Take 2 adhesive squares.
[image: IMG_20201014_114538]

Stick the adhesive squares to the back of the expansion board, and stick the expansion board to the following place.
[image: IMG_20201014_114638][image: IMG_20201014_114802-1]

Take the 2 cables, wind them around the following place. 
[image: IMG_20201014_135619-1][image: IMG_20201014_140030-1]

Continue to wind them around the following place. 
[image: IMG_20201014_140206-1][image: IMG_20201014_140429-1]

Wind them around the following place again. 
[image: IMG_20201014_140725-1][image: IMG_20201014_140759-1]

Take a USB Cable, a Remote Control Switch Board, connect the USB cable to the IN port on the Remote Control Switch Board. 
[image: IMG_20201014_141536][image: IMG_20201014_141609-1]
[bookmark: _GoBack][image: 新老款遥控器对比英文]

Take the following cable, connect it to the 4 port on the Remote Control Switch Board. 
[image: IMG_20201014_141823][image: IMG_20201014_141938-1]

Take the following cable, connect it to the 3 port on the Remote Control Switch Board. 
[image: IMG_20201014_142008][image: IMG_20201014_142040-1]

Take the following cable, connect it to the 2 port on the Remote Control Switch Board.
[image: IMG_20201014_142057][image: IMG_20201014_142146-1]

Take the following cable, connect it to the 1 port on the Remote Control Switch Board. 
[image: IMG_20201014_142222][image: IMG_20201014_142247-1]

[bookmark: _Hlk53950511]Take 2 adhesive squares.
[image: IMG_20201014_142309]

Stick them to the back of the Remote Control Switch Board, and stick the Remote Control Switch Board to the following place. 
[image: IMG_20201014_142706][image: IMG_20201014_142748-1]

Reconnect the following roof piece. 
[image: IMG_20201014_142818-1]

This completes installation of this LED Lighting Kit. ENJOY! （1 port：lights at the front；2 port：lights above the windows；3 port： lights inside the first floor ；4 port：lights inside the second floor）
[image: bcb364c67f7348d]

The above are ideas and instructions provided by our designers. Please move on:
1: Do you have any suggestions about the material and quality of our products?
2: Do you have any suggestions on the installation instructions and the degree of difficulty of the  installation?
3: If you have better installation method and ideas, please contact us in time.
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The remote control has

Old style remote control:

been updated
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e

OUTPUT PORT

. J D CB A RECEIVER

\

New remote control:

NEW REMOTE CONTROL FUNCTION
INTRODUCTION

ON: All branches are fully open

SHUNT

OFF: All branches are closed

A: Open/close A branch

B: Open/close B branch

EFFECT

C: Open/close C branch

D: Open/close D branch

FS: Turn on blinking for the
last open channel

BLN: Start breathing for the
last opened path

t : Increase blinking/breathing rate

{4 : Reduce flicker/breathing rate

#+: Increase brightness

£3-: Reduce brightness

(@ Cancel the external signal

design with strong signal al

receiver and change to an integrated

nd fast feedback.

(@ Add more functions, such as adding buttons such as breathing

flashing frequency
@ Theold AB.C.Dor1.2.3.4

route

route corresponds to the new A.B.C.D

More fun features look forward to your exploration!
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The small round pellets in the parts package are designed with openings. After manual
processing, the cut-out gap is about 1mm wide and 2mm deep.

No opening:

Opening pieces:
- - - - - - -
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Easy 1o install and neater lines
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poor contact And other issues
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