[bookmark: _Hlk58972282]Lighting Kit LEGO 75810

Thank you for choosing our lighting products. We are committed to LEGO product study and lighting development, we're always trying our best to provide LEGO fans with the best products and the best installation ideas.
Must be careful observation, imagination can be infinite.
We provide basic parts to support your imagination.
DO IT YOURSELF .that's what LEGO is .

As always, Lego has been adhering to the DIY philosophy from product selection, research and development to sales. Consumers buy the parts, you will assemble them by yourself, and you can experience every step from picking up the first piece to installing the last one. Besides, LEGO has different answers for the installation form and method of each part. Vonado lighting also does not want to kill your unlimited creativity, we will try our best to make products with high variability, high playability and unlimited play. If you have any dissatisfaction or your own ideas on the parts such as the color of the lights, the length of the cables, the installation position of the product, and the final effects of each module, you can make your own arrangement, and we will cooperate with you to replace or repurchase. 
LETS MOVE!
Package contents：
· 6  x 30cm Red Dot Lights
· 3  x 30cm Warm White Dot Lights
· 6  x 30cm Blue Dot Lights
· 1  x 30cm Green Dot Light
· 4  x 15cm Warm White Dot Lights
· 2  x 15cm Green Dot Lights
· 3  x 15cm Blue Dot Light
· 4  x 15cm Red Dot Light
· 3  x  15cm Flashing Warm White Dot Lights
· 3  x  15cm Flashing Blue Dot Lights
· 1  x  15cm Flashing White Dot Light
· 1  x  15cm Connecting Cable
· 4  x  30cm Connecting Cables
· 1  x  4-port Expansion Board
· 2  x  6-port Expansion Boards
· 1  x  8-port Expansion Board
· 2  x  12-port Expansion Boards
· 1  x  USB Cable
Extra pieces
Note:
Place wires on the surface or under the building blocks.
The wire can be place between the building blocks or under the block, but they should be placed between the studs correctly.
[image: 1.1走线]

Insert the connectors to the ports.
Be careful when you are operating, there’s only one correct way to insert, make sure the expansion board is upward, find the soldered “=” sign on the left of the port. When you are inserting, the side which the wires can be seen should be faced to the “=” sign and if you feel hard to insert, please stop, and don’t force it, for that may result in bent pins inside the port or overheating of the expansion board.
[image: 03.插座]

At this point, use the tweezers to straighten the bent pins.
[image: 插座]

When installing dot lights, make sure they are correctly placed (Yellow LED package is exposed). You can put they either on the top of the studs or between studs.

[image: 4 (4)][image: 4.3]

Connecting cable connectors to Strip Lights
Take extra care when inserting connectors to ports on the Strip Lights. Connectors can be inserted only one way. With the Strip Light facing up, ensure the side of the connector with the wires exposed is facing down. If a plug won’t fit easily into a port connector, don’t force it. Doing so will damage the plug and the connector.
[image: 02.灯条]

Finally, please pay attention to the positive and negative terminals of the battery when installing the battery case.
[image: 04.电池1][image: 04.电池2][image: 04.电池3]


Instructions for installing this kit：
Stranger Things, Lighting Kit, 16 bags in total.
Power supply： USB cable (self-contained power bank or mobile phone charger).
Firstly, take the power source (power bank or mobile phone charger), connect it to the USB cable, connect the other end of the USB cable to the expansion board to verify all the lights one by one.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201223101323/output_1.jpgoutput_1]
After the verification, disconnect the lights and put them back to the bags.
（note: put the lights back to the bags when verification of the lights from the same bag is done, then, continue to verify the lights in another bag.）
OK, Let’s Begin! （you can use the tweezer if necessary.）
（Tips: the tweezer is sharp, you should be careful when using it, do not hurt yourself or scratch the pieces; be gentle and do not wear the cables.）


Instructions for installing this kit：
Firstly, take the Stranger Things.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222110607/output_1.jpgoutput_1]

Turn to the following place.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222110702/output_1.jpgoutput_1]

Start from installing lights for the tree at the left.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222110730/output_1.jpgoutput_1]

Take 3 red 30cm dot lights, 3 trans red 1x1 round plates.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222110813/output_1.jpgoutput_1]

With lighting part facing up, thread the cables through the following holes on the leaves.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222111105/output_1.jpgoutput_1]

Connect the trans red round plates over.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222111129/output_1.jpgoutput_1]

Take the following cable, threat it through the space underneath the leaf, pull it to the middle, and continue to pull it down.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222111218/output_1.jpgoutput_1][image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222111424/output_1.jpgoutput_1]
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222111434/output_1.jpgoutput_1][image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222111553/output_1.jpgoutput_1]

Take the following cable, threat it through the space underneath the leaf, pull it to the middle.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222111824/output_1.jpgoutput_1][image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222112214/output_1.jpgoutput_1]

Take the following cable, place it as per below and tighten it up.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222112246/output_1.jpgoutput_1][image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222112401/output_1.jpgoutput_1]

Group the 3 cables together.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222113756/output_1.jpgoutput_1][image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222113814/output_1.jpgoutput_1]

Pull them all the way down.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222113849/output_1.jpgoutput_1][image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222114024/output_1.jpgoutput_1]

Thread them through the following space and pull them down.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222113401/output_1.jpgoutput_1]

Continue to install lights for the tree at the right.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222113519/output_1.jpgoutput_1]

Take 3 red 30cm dot lights, 3 trans red 1x1 round plates.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222110813/output_1.jpgoutput_1]

With lighting part facing up, thread the cables through the following holes on the leaves.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222113611/output_1.jpgoutput_1]

Connect the trans red round plates over.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222113623/output_1.jpgoutput_1]

Take the following cable, threat it through the space underneath the leaf, pull it to the middle.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222114101/output_1.jpgoutput_1][image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222114129/output_1.jpgoutput_1]

Take the following cable, threat it through the space underneath the leaf, pull it to the middle.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222114233/output_1.jpgoutput_1][image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222114247/output_1.jpgoutput_1]

Take the following cable, threat it through the space underneath the leaf, and tighten it up.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222114300/output_1.jpgoutput_1][image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222114720/output_1.jpgoutput_1]

Group the 3 cables together.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222114804/output_1.jpgoutput_1][image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222114812/output_1.jpgoutput_1]

Pull them all the way down.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222114846/output_1.jpgoutput_1][image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222115002/output_1.jpgoutput_1]

Thread them through the following space and pull them down.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222115123/output_1.jpgoutput_1]

Remove the car.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222115202/output_1.jpgoutput_1][image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222115210/output_1.jpgoutput_1]

Turn to the front, remove the following pieces.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222115339/output_1.jpgoutput_1][image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222115348/output_1.jpgoutput_1]

Continue to remove the following trans pieces from both sides.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222115524/output_1.jpgoutput_1]

Take 2 warm white 15cm dot lights, 2 trans white 1x1 bricks.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222115613/output_1.jpgoutput_1]

With lighting part facing up, place the light as per below, connect the trans white brick over.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222115701/output_1.jpgoutput_1][image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222115709/output_1.jpgoutput_1]

Install the other light in the same way.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222115725/output_1.jpgoutput_1]

Remove the following roof.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222115846/output_1.jpgoutput_1][image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222115856/output_1.jpgoutput_1]

Continue to remove the following piece.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222133548/output_1.jpgoutput_1][image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222133601/output_1.jpgoutput_1]

Take a 15cm connecting cable, a 30cm connecting cable, a 4-port expansion board.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222133639/output_1.jpgoutput_1]

Connect the 2 connecting cables to the expansion board.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222141827/output_1.jpgoutput_1]

Connect the following 2 cables to the expansion board.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222133730/output_1.jpgoutput_1][image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222133742/output_1.jpgoutput_1]

Take 2 adhesive squares.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222133759/output_1.jpgoutput_1]

Stick them to the back of the expansion board, and stick the expansion board to the following place.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222133828/output_1.jpgoutput_1][image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222133915/output_1.jpgoutput_1]

Pull the cables backward, reconnect the following piece.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222142155/output_1.jpgoutput_1][image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222142202/output_1.jpgoutput_1]

Tuck excess cables at the following space with the tweezer.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222142254/output_1.jpgoutput_1]

Reconnect the following piece.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222142354/output_1.jpgoutput_1]

Remove the following gray piece.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222142519/output_1.jpgoutput_1][image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222142527/output_1.jpgoutput_1]

Place the 30cm connecting cable as per below, reconnect the following gray piece.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222142935/output_1.jpgoutput_1][image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222142943/output_1.jpgoutput_1]

Continue to remove the following piece.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222143020/output_1.jpgoutput_1][image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222143028/output_1.jpgoutput_1]

Place the 15cm connecting cable as per below.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222143247/output_1.jpgoutput_1]

Remove the following piece from the roof.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222143319/output_1.jpgoutput_1][image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222143327/output_1.jpgoutput_1]

Disconnect the blue plate and the red plate.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222143407/output_1.jpgoutput_1][image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222143415/output_1.jpgoutput_1]

Take 2 flashing blue 15cm dot lights, 2 trans blue 1x2 bricks.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222143516/output_1.jpgoutput_1]

With lighting part facing up, place the light as per below, connect the trans blue 1x2 brick over. 
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222143600/output_1.jpgoutput_1][image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222143609/output_1.jpgoutput_1]

Install the light at the other side in the same way.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222143627/output_1.jpgoutput_1]

Reconnect the following piece.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222143936/output_1.jpgoutput_1]

Create gaps at the following places on the roof.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222144111/output_1.jpgoutput_1]

Place the cables at the following places, close the gaps.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222144146/output_1.jpgoutput_1][image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222144245/output_1.jpgoutput_1]

Turn it over and turn to the side.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222144337/output_1.jpgoutput_1][image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222144344/output_1.jpgoutput_1]

Take a warm white 15cm dot light, an adhesive square.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222144410/output_1.jpgoutput_1]

Stick the adhesive square to the following place.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222144805/output_1.jpgoutput_1]

Remove the following pieces.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222144749/output_1.jpgoutput_1]

Stick the light to the adhesive square.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222144848/output_1.jpgoutput_1]

Place the cables as per below, reconnect the following pieces
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222145548/output_1.jpgoutput_1][image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222145555/output_1.jpgoutput_1]


Place the cables as per below.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222145900/output_1.jpgoutput_1]

Place the other cable as per below, reconnect the following piece.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222150434/output_1.jpgoutput_1][image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222150516/output_1.jpgoutput_1]

Turn to the car, remove the following pieces from both sides.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222150736/output_1.jpgoutput_1][image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222150745/output_1.jpgoutput_1]

Continue to remove the following pieces.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222150915/output_1.jpgoutput_1]

Disconnect the following pieces.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222151035/output_1.jpgoutput_1]

Disassemble them as per below.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222151107/output_1.jpgoutput_1][image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222151115/output_1.jpgoutput_1]

Take 2 red 15cm dot lights.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222151137/output_1.jpgoutput_1]

With lighting part facing up, thread the cables through the holes, and tighten them up.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222151223/output_1.jpgoutput_1][image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222151231/output_1.jpgoutput_1]

Reconnect the following red pieces.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222151256/output_1.jpgoutput_1]

Reconnect the following pieces.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222153258/output_1.jpgoutput_1]

Wind the 2 cables around the pumpkin.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222153418/output_1.jpgoutput_1]

Reconnect the following pieces.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222153939/output_1.jpgoutput_1]

Continue to reconnect the following pieces. 
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222154002/output_1.jpgoutput_1]

Take a 6-port expansion board.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222154034/output_1.jpgoutput_1]

Connect the following cables from the roof to the expansion board.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222154132/output_1.jpgoutput_1][image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222154141/output_1.jpgoutput_1]

Continue to connect the following cables from the car to the expansion board.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222154226/output_1.jpgoutput_1][image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222154233/output_1.jpgoutput_1]

Reconnect the following piece, and reconnect the roof.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222154606/output_1.jpgoutput_1][image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222154614/output_1.jpgoutput_1]

Turn to the house, remove the roof.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222155058/output_1.jpgoutput_1][image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222155105/output_1.jpgoutput_1]

Turn the roof piece over.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222155128/output_1.jpgoutput_1][image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222155135/output_1.jpgoutput_1]

Disconnect the following 3 pieces.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222155254/output_1.jpgoutput_1][image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222155302/output_1.jpgoutput_1]

Take 3 warm white 30cm dot lights, 3 adhesive squares. 
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222155338/output_1.jpgoutput_1]

Stick the adhesive squares to the following places.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222155512/output_1.jpgoutput_1]

With lighting part facing up, stick the lights to the adhesive squares.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222155555/output_1.jpgoutput_1]

Place the cables as per below, reconnect the following pieces.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222160035/output_1.jpgoutput_1][image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222160131/output_1.jpgoutput_1]
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222160913/output_1.jpgoutput_1][image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222160920/output_1.jpgoutput_1]

Disconnect the following piece.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222161013/output_1.jpgoutput_1][image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222161021/output_1.jpgoutput_1]

Place the following 2 cables as per below.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222161110/output_1.jpgoutput_1][image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222161230/output_1.jpgoutput_1]

Reconnect the following piece.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222161540/output_1.jpgoutput_1]

Place the cable at the left as we did before.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222161703/output_1.jpgoutput_1]

Turn to the house, reconnect the roof.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222162033/output_1.jpgoutput_1][image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222162118/output_1.jpgoutput_1]

Thread the cables from the left roof through the following space down.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222162428/output_1.jpgoutput_1][image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222162539/output_1.jpgoutput_1]

Thread the cables from the right roof through the following space down.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222162610/output_1.jpgoutput_1][image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222162712/output_1.jpgoutput_1]

Turn to the side. 
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222162742/output_1.jpgoutput_1][image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222162752/output_1.jpgoutput_1]

Turn to the following place.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222162818/output_1.jpgoutput_1]

Take 3 blue 30cm dot lights, 3 trans blue 1x1 round plates.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222163153/output_1.jpgoutput_1]

With lighting part facing up, thread the cables through the following holes on the leaves.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222163327/output_1.jpgoutput_1]

Connect the trans blue round plates over.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222163350/output_1.jpgoutput_1]

Take the following cable, thread it through the space underneath the leaves, and pull it out as per below.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222163706/output_1.jpgoutput_1][image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222163715/output_1.jpgoutput_1]

Continue to thread it through the following hole.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222164245/output_1.jpgoutput_1]

Take the following cable, thread it through the hole, and pull it out as per below.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222164329/output_1.jpgoutput_1][image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222164435/output_1.jpgoutput_1]

Take the following cable, thread it through the hole, and pull it out as per below.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222164500/output_1.jpgoutput_1][image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222164610/output_1.jpgoutput_1]

Group the 3 cables together.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222164629/output_1.jpgoutput_1][image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222164636/output_1.jpgoutput_1]

Wind them around the following piece.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222165204/output_1.jpgoutput_1]

Turn to the other side.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222165223/output_1.jpgoutput_1]

Turn to the following place. 
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222165258/output_1.jpgoutput_1]

Take 3 blue 30cm dot lights, 3 trans blue 1x1 round plates.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222163153/output_1.jpgoutput_1]

With lighting part facing up, thread the cables through the following holes on the leaves.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222171150/output_1.jpgoutput_1]

Connect the trans blue round plates over.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222171205/output_1.jpgoutput_1]

Take the following cable, thread it through the hole, and pull it out as per below.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222171607/output_1.jpgoutput_1]

Take the following cable, thread it through the hole, and pull it out as per below.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222171627/output_1.jpgoutput_1]

Take the following cable, thread it through the space underneath the leaves.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222171709/output_1.jpgoutput_1]

Continue to thread it through the hole, and pull it out as per below.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222171719/output_1.jpgoutput_1]

Group the 3 cables together.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222171729/output_1.jpgoutput_1][image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222171739/output_1.jpgoutput_1]

Wind them around the following piece.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222171906/output_1.jpgoutput_1][image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222171959/output_1.jpgoutput_1]

Turn to the following place，remove the base.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222172141/output_1.jpgoutput_1][image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222172148/output_1.jpgoutput_1]

Disconnect the following 3 pieces.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222172238/output_1.jpgoutput_1][image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222172245/output_1.jpgoutput_1]

Take 2 green 15cm dot lights, 3 adhesive squares. 
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222172318/output_1.jpgoutput_1]

Stick the adhesive squares to the following places.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222172358/output_1.jpgoutput_1]

With lighting part facing up, stick the lights to the adhesive squares.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222172431/output_1.jpgoutput_1]

Place the cables as per below, reconnect the following pieces.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222172815/output_1.jpgoutput_1][image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222172831/output_1.jpgoutput_1]
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222172842/output_1.jpgoutput_1][image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222172851/output_1.jpgoutput_1]

Take a green 30cm dot light. 
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222172909/output_1.jpgoutput_1]

With lighting part facing up, stick the light to the adhesive square, place the cable as per below.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222173318/output_1.jpgoutput_1]

Reconnect the following piece.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222173337/output_1.jpgoutput_1]

Remove the following piece at the left.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222173401/output_1.jpgoutput_1][image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222173409/output_1.jpgoutput_1]

Place the cables as per below, reconnect the following piece.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222173621/output_1.jpgoutput_1][image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222173628/output_1.jpgoutput_1]

Place the cable at the left as we did before.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222173707/output_1.jpgoutput_1]

Turn to the following place, reconnect the bottom.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222173734/output_1.jpgoutput_1][image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222173808/output_1.jpgoutput_1]

Turn to the left.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222173839/output_1.jpgoutput_1]

Take a 30cm connecting cable, a 12-port expansion board, assemble the as per below.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222173914/output_1.jpgoutput_1][image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222173923/output_1.jpgoutput_1]

Connect all the following cables to the expansion board, and tuck excess cables around the expansion board.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222173958/output_1.jpgoutput_1]

Take 2 adhesive squares.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222174014/output_1.jpgoutput_1]

Stick them to the back of the expansion board, and stick the expansion board to the following place.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222174041/output_1.jpgoutput_1][image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222174209/output_1.jpgoutput_1]

Turn to the back.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222175309/output_1.jpgoutput_1]

Turn to the following place.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222174731/output_1.jpgoutput_1]

Remove the following piece.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222174959/output_1.jpgoutput_1][image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222175007/output_1.jpgoutput_1]

Place the cable as per below, reconnect the following piece.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222175614/output_1.jpgoutput_1][image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222175653/output_1.jpgoutput_1]

Thread the connecting cable through the space underneath the leaves, and pull it to the middle.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222175730/output_1.jpgoutput_1][image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222175847/output_1.jpgoutput_1]

Remove the following piece.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222180010/output_1.jpgoutput_1][image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222180032/output_1.jpgoutput_1]

Disconnect the 3 white round plates.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222180100/output_1.jpgoutput_1][image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222180108/output_1.jpgoutput_1]

Take 3 flashing warm white 15cm dot lights.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222180139/output_1.jpgoutput_1]

With lighting part facing down, wind the cable around the round plate as per below.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222180214/output_1.jpgoutput_1][image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222180225/output_1.jpgoutput_1]

Reconnect the light.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222180323/output_1.jpgoutput_1]

Install the other 2 lights in the same way.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201222180431/output_1.jpgoutput_1]

Reconnect the following piece.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201223090557/output_1.jpgoutput_1]

Turn to the following place at the left, remove the following leaf.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201223090628/output_1.jpgoutput_1][image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201223090636/output_1.jpgoutput_1]

Take a blue 15cm dot light.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201223090654/output_1.jpgoutput_1]

With lighting part facing up, thread the cable through the hole, and tighten it up.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201223090737/output_1.jpgoutput_1][image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201223090748/output_1.jpgoutput_1]

Reconnect the leaf.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201223090850/output_1.jpgoutput_1]

Pull the following cable to the middle.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201223090932/output_1.jpgoutput_1][image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201223091036/output_1.jpgoutput_1]

Turn to the following place at the right, remove the following leaf.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201223091157/output_1.jpgoutput_1][image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201223091205/output_1.jpgoutput_1]

Take a blue 15cm dot light.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201223091223/output_1.jpgoutput_1]

With lighting part facing up, thread the cable through the hole, and tighten it up.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201223091249/output_1.jpgoutput_1]

Reconnect the leaf.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201223091404/output_1.jpgoutput_1]

Pull the following cable to the middle.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201223091510/output_1.jpgoutput_1]

Take a blue 15cm dot light, an adhesive square.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201223091536/output_1.jpgoutput_1]

Stick the adhesive square to the following place.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201223091703/output_1.jpgoutput_1]

With lighting part facing up, stick the light to the adhesive square.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201223091731/output_1.jpgoutput_1]

Take a 30cm connecting cable, an 8-port expansion board, assemble the as per below.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201223091807/output_1.jpgoutput_1][image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201223091815/output_1.jpgoutput_1]

Connect all the following cables to the expansion board, and tuck excess cables around the expansion board.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201223091917/output_1.jpgoutput_1][image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201223091924/output_1.jpgoutput_1]

Take 2 adhesive squares.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201223091937/output_1.jpgoutput_1]

Stick them to the back of the expansion board, and stick the expansion board to the following place.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201223092000/output_1.jpgoutput_1][image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201223092124/output_1.jpgoutput_1]

Thread the connecting cable from the expansion board through the following place underneath the leaf, and pull it to the left. 
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201223092151/output_1.jpgoutput_1][image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201223092338/output_1.jpgoutput_1]

Remove the following piece.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201223092606/output_1.jpgoutput_1][image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201223092614/output_1.jpgoutput_1]

Place the cable as per below, reconnect the following piece.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201223092831/output_1.jpgoutput_1][image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201223092838/output_1.jpgoutput_1]

Pull the cable to the following place.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201223093107/output_1.jpgoutput_1]

Turn to the following place.，remove the following piece.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201223093216/output_1.jpgoutput_1][image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201223093224/output_1.jpgoutput_1]

Disconnect the following 2 round plates.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201223093357/output_1.jpgoutput_1][image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201223093405/output_1.jpgoutput_1]

Take a flashing blue 15cm dot light.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201223093424/output_1.jpgoutput_1]

With lighting part facing down, wind the cable around the round plate as per below.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201223093454/output_1.jpgoutput_1]

Reconnect the light.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201223093557/output_1.jpgoutput_1]

Take a flashing white 15cm dot light.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201223093618/output_1.jpgoutput_1]

Install the other light in the same way.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201223093726/output_1.jpgoutput_1]

Take a warm white 15cm dot light, an adhesive square. 
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201223093752/output_1.jpgoutput_1]

With lighting part facing up, stick the light to the adhesive square.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201223093843/output_1.jpgoutput_1]

Secure the light at the following place.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201223093941/output_1.jpgoutput_1]

Reconnect the following piece.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201223094033/output_1.jpgoutput_1]

Take 2 red 15cm dot lights, 2 adhesive squares. 
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201223094059/output_1.jpgoutput_1]

With lighting part facing up, stick the lights to the adhesive squares.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201223094119/output_1.jpgoutput_1]

Turn to the room at the left.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201223094233/output_1.jpgoutput_1]

Secure the light to the ceiling as per below.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201223094339/output_1.jpgoutput_1][image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201223094957/output_1.jpgoutput_1]

Wind the cable around the following black piece and pull it to the middle.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201223094523/output_1.jpgoutput_1][image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201223094638/output_1.jpgoutput_1]

Turn to the room at the right.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201223094710/output_1.jpgoutput_1]

Secure the light to the ceiling as per below.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201223094809/output_1.jpgoutput_1][image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201223095015/output_1.jpgoutput_1]

Wind the cable around the following black piece and pull it to the middle.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201223095134/output_1.jpgoutput_1]

Take a 30cm connecting cable, a 6-port expansion board, assemble the as per below.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201223095207/output_1.jpgoutput_1][image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201223095214/output_1.jpgoutput_1]

Connect all the following cables to the expansion board, and tuck excess cables around the expansion board.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201223095306/output_1.jpgoutput_1][image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201223095314/output_1.jpgoutput_1]

Take 2 adhesive squares.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201223095330/output_1.jpgoutput_1]

Stick them to the back of the expansion board, and stick the expansion board to the following place.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201223095352/output_1.jpgoutput_1][image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201223095444/output_1.jpgoutput_1]

Pull the connecting cable from the expansion board to the left.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201223095604/output_1.jpgoutput_1][image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201223095713/output_1.jpgoutput_1]

Disconnect the following piece, place the cable as per below.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201223095811/output_1.jpgoutput_1][image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201223095819/output_1.jpgoutput_1]

Reconnect the following piece to secure the cable.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201223100004/output_1.jpgoutput_1]

Pull the cable to the following place, thread it through the space and pull it out from the bottom.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201223100228/output_1.jpgoutput_1][image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201223100403/output_1.jpgoutput_1]

Turn to the following place.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201223100457/output_1.jpgoutput_1]

Turn to the following place at the right.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201223100529/output_1.jpgoutput_1]

Take a USB cable, a 12-port expansion board, assemble the as per below.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201223100559/output_1.jpgoutput_1][image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201223100606/output_1.jpgoutput_1]

Connect all the following cables to the expansion board, and tuck excess cables around the expansion board.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201223100643/output_1.jpgoutput_1][image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201223100651/output_1.jpgoutput_1]

Turn to the following place, reconnect the car.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201223100727/output_1.jpgoutput_1][image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201223100809/output_1.jpgoutput_1]

Pull the following connecting cable from the car to the right and connect it to the expansion board.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201223100844/output_1.jpgoutput_1][image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201223100855/output_1.jpgoutput_1]

Take 2 adhesive squares.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201223100910/output_1.jpgoutput_1]

Stick them to the back of the expansion board, and stick the expansion board to the following place.
[image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201223100939/output_1.jpgoutput_1][image: C:/Users/ADMINI~1/AppData/Local/Temp/picturecompress_20201223101025/output_1.jpgoutput_1]

This completes installation of this LED Lighting Kit. ENJOY!


The above are ideas and instructions provided by our designers. Please move on:
1: Do you have any suggestions about the material and quality of our products?
2: Do you have any suggestions on the installation instructions and the degree of difficulty of the  installation?
3: If you have better installation method and ideas, please contact us in time.
[bookmark: _GoBack]
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